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Side Cabinet 

I 30 W - 85 T - 15 D
I
I

30 W - 85 T - 18 D
30 W - 85 T - 20 D

Note: Sizes Can Be Ordered That Are
Different Than  What Is Above, Call
For Details.





Typical Pin & Cam Installation



When Assembling The Cabinet Parts, The 1st Thing Is To Assemble
The Top Of The Cabinet & The Bottom Of The Cabinet.  

Top & Valance

Deck & Toe

You Will Connect The Deck & Toe Together, and  You Will Connect The
Top & Valance Together.



Now That The Cabinet Is Assembled, You Are Ready To Start The 
Assembly Of The Doors & Drawers.



Now That The Side Cabinet Is Standing Up And Is In The Correct Location,
You Will Need To Secure It To The Wall.  Depending On Your Wall
Construction, You Will Need To Choose The Type Of Fastener To Safely
Secure The Side Cabinet To The Wall

---   Typical Wall Construction   ---
2x4 Wood Stud (Use 2 1/2" Drywall Screws)
Concrete (Use 2" Tap Con Screws)

Note: Use 2 Screws Per Stud

Note: Side Cabinet Has To Be Plumb & Level, Before Securing It To The Wall.

Best If Studs Are On 16" Centers

Use 1.5 x 1.5 "L" Brackets & Screws







Metabox Drawer Box Assembly & Front for Large Interior Drawer box

Architectural Cabinetry & Furniture Mfg. Inc.
Longwood, FL 32750

www.PanelBed.com
888-Diy-Beds (888-349-2337)

TOP SIDE OF FRONT

64mm OR 2 1/2"

87mm OR 3 7/16"

BOTTOM SIDE OF FRONT

All unassembled parts including the drawer front

All unassembled parts for the complete drawer box assembly

http://www.panelbed.com/


Both prongs are inserted into the back holes and the front hole will be for a euro screw to hold the bottom in place

Place euro screw in front hole to secure the bottom

After both sides are screwed into place and are secure add back



Now drawer box assembly is complete and ready to attach the front

Insert Fixing Brackets into drawer front and drive in screws to secure them.

The drawer front is ready to attach to drawer assembly.



Place front onto drawer box assembly with clip in the open position.

With your fingers, just push the clip to close and secure the front to the drawer box assembly.

Attach the runner inside the cabinet for drawer box assembly to roll into.
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