
ARCHITECTURAL CABINETRY
Murphybed, Panelbed, Home Office & Closets

790 Big Tree Drive Longwood, FL 32750

407-331-0600 407-331-1800Fax:
www.panelbed.com
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City: 
Handle: 

, Zip: 
Phone: 
Name: 

Address:
Job: sidecabinet instructions k

Side Cabinet 

K 30 W - 85 T - 15 D
K
K

30 W - 85 T - 18 D
30 W - 85 T - 20 D

Note: Sizes Can Be Ordered That Are
Different Than  What Is Above, Call
For Details.



85" Tall Side Cabinet "K"

15" Deep

Quan Part        Width      Length
3 Adjustable Shelf 14  7/8     28  1/2
1 Deck 14  7/8     28  1/2
1 Door Slab 3  1/4     30 *
2 DOOR SLAB-R 14  7/8     77  15/16
1 Finished Left End 14  7/8     84  15/16
1 Finished Right End 14  7/8     84  15/16
1 Front Toe 3  1/16     28  1/2
1 Horiz Partion 14  7/8     28  1/2
1 Top 14  7/8     28  1/2
1 VALANCE 3  1/16     28  1/2

18" Deep

Quan Part        Width      Length
3 Adjustable Shelf 18     28  1/2
1 Deck 18     28  1/2
1 Door Slab 3  1/4     30 *
2 DOOR SLAB-R 14  7/8     77  15/16
1 Finished Left End 18     84  15/16
1 Finished Right End 18     84  15/16
1 Front Toe 3  1/16     28  1/2
1 Horiz Partion 18     28  1/2
1 Top 18     28  1/2
1 VALANCE 3  1/16     28  1/2

20" Deep

Quan Part        Width      Length
3 Adjustable Shelf 20     28  1/2
1 Deck 20     28  1/2
1 Door Slab 3  1/4     30 *
2 DOOR SLAB-R 14  7/8     77  15/16
1 Finished Left End 20     84  15/16
1 Finished Right End 20     84  15/16
1 Front Toe 3  1/16     28  1/2
1 Horiz Partion 20     28  1/2
1 Top 20     28  1/2
1 VALANCE 3  1/16     28  1/2

Note: (*) The Door Slab that is 3 1/4 x 30, may not be in your order.





Typical Pin & Cam Installation



Now That The Cabinet Is Assembled, You Are Ready To Start The 
Assembly Of The Doors.



Now That The Side Cabinet Is Standing Up And Is In The Correct Location,
You Will Need To Secure It To The Wall.  Depending On Your Wall
Construction, You Will Need To Choose The Type Of Fastener To Safely
Secure The Side Cabinet To The Wall

---   Typical Wall Construction   ---
2x4 Wood Stud (Use 2 1/2" Drywall Screws)
Concrete (Use 2" Tap Con Screws)

Note: Use 2 Screws Per Stud

Note: Side Cabinet Has To Be Plumb & Level, Before Securing It To The Wall.

Best If Studs Are On 16" Centers

Use 1.5 x 1.5 "L" Brackets & Screws
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